NEW DUAL ELECTRIC EYE 


Most conventional Electric Eye cameras produce 
exposures which are something less than perfect 
when the camera is pointed in the general direc- 
tion of the sun, particularly on a clear day. This 
effect occurs only when the sun is in front of the 
camera and when direct sunlight is falling on the 
face of the camera. The result is that the Electric 
Eye is fooled into believing that the scene is 
brighter than it is and produces under-exposed 
movies. This condition is greatly improved with 
the new Dual Electric Eye on your camera. The 
small grid (arrow) you see on the face of the 
Electric Eye is another smaller Electric Eye that 
is designed to read this type of scene. It improves 
the measuring ability of the Electric Eye system 
and provides more accurate exposure. (The ideal 


INSTRUCTIONS 


situation for shooting movies of course, is to have 
the sun behind the camera. If the sun is permitted 
to shine directly into the lens it will produce 
multi-colored reflections on your film.) 


Built-In Filters 


Note: The wording on the built-in filters has been 
changed. The ‘‘Out-Type A”’ position is changed to 
**Haze’’. This is the position you'll use most of the 
time, whether yowre filming indoors or out. The 
“Type A-In” position has been changed to ‘“‘Type 
A”. This is the position you'll use when you want 
to shoot Type A (indoor) film outdoors. This is 
described under “‘Type A Filters’’ in the accom- 
panying instruction booklet. 
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